
APsystems Microinverters (YC500)

APsystems Communicator (ECU)

APsystems Monitor (EMA)

APsystems microinverters mark a breakthrough in solar 
technology, making PV arrays more powerful, smart, 
bankable, cost effective and safe.  

Conventional “string” systems only operate as ef�ciently 
as the lowest-performing module, meaning reduced output 
from a shadow or leaf on one module cuts output across 
all modules in the array.

The APsystems Communicator, our state-of-the-art 
Energy Communication Unit (ECU), is the information 
gateway for our APsystems microinverters.

It collects and transfers module performance data in 
real time, giving you comprehensive monitoring and 
control over each individual module, optimizing the 
performance of your solar array.

The APsystems Monitor, our robust wireless Energy 
Monitoring & Analysis (EMA), gives you around-the-clock 
monitoring of your solar installation through any webenabled 
device, anywhere, anytime. 

This advanced web-based software detects and alerts the 
user to any performance issues, ensuring the most ef�cient 
output of your solar PV array.

Energy Communication Unit (ECU)
The APsystems ECU is the information gateway to our microinverters. 
It collects and transfers module-level data in real time, offering 
comprehensive monitoring while optimizing array performance  
and power.

COMMUNICATION INTERFACE 
Communication                                                            Powerline (PLC) or Zigbee

Ethernet                                                                        10/100M

USB Interface                                                                Standard

POWER REQUIREMENTS
AC outlet                                                                       110-240 VAC, 50-60 Hz

Power consumption                                                      2.5W

MECHANICAL DATA
Dimension (WxHxD)                                                     7.1” x 4.4” x 1.6”

Weight                                                                           0.83Ibs  (380g)

Ambient temperature                                                   Natural Convection

Enclosure environmental rating                                   Indoor-NEMA 1 (IP30)

FEATURES
Standard warranty term                                               3 years

Certifications                                                     
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FEATURES 
•  Preconfigure the array BEFORE you reach the jobsite – save 

installation time and money

•  No additional wiring – simple plug-and-power setup at the 
customer’s home or business

ARRAY APP

ArrayApp lets you scan 
microinverter serial numbers, 
map a PV array and complete 
the APsystems registration 
process in the field, all through 
your mobile device.

Available for both Apple iOS 
and Android devices. 

ANSI/UL 60950-1, CAN/CSA C22.2 No.60950-1,UL50E, 
FCC part 15,ICES-003



Energy Monitoring & Analysis (EMA)
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FEATURES 
•    Receive regular status reports to ensure proper system 

performance

•    Homeowner account lets end user see module-level data, 
production and savings over time 

•    Installer account offers more robust feature set for system 
configuration, mapping and control

EMA App lets you track solar array performance in real time through any web-enabled 
mobile device. See system output by day, month, year and lifetime, while measuring 
environmental benefits as well. 

All data is displayed through an easy-to-use graphical interface.

Both Apple iOS and Android versions are available for download in the 
iTunes App Store and Google Play. 

Our advanced Energy Monitoring & Analysis software offers 
comprehensive, round-the-clock monitoring of the APsystems 
microinverter array. Robust feature sets for both homeowner and 
installer requirements.   

EMA APP
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